Jameco Part number 139635

ERD SERIES

PATENT NO: 61003

FEATURES

Molded-in terminals and fully sealed construction. - Binary decimal (8 and 10 positions) and hexadecimal (16
Standard 2.54mm pin spacing positions) real and complimentary codes available.

UL 94V-0 .grade fire reftardant. plastics - Pin-out compatible with most of current equivalents.

Reliable contact and long-term stability. Gold plated contact to ensure low contact resistance

SPECIFICATIONS

1 ELECTRICAL

- Max. load rating, 25mA, 24VDC 2 MECHANICAL AND ENVIRONMENTAL

Switching - Temperature Rating

- Non-switching 100mA, 50VDC. Operating -25°C to + 70°C

- Contact resistance 100mU Max. at 5VDC, Stora\,e -40°C to + 85°C
10mA. - Operating Force 500 gf -cm Max.

- Insulation resistance 1000MU min. at - Life 10000 cycles min. of
100vVDC operations.
- Dielectric strength 250VAC for 1 minute - Vibration MIL-STD-202F, Method
204D
- Solderability After flux 230 + 5°C for
5+ 0.5 second 95%
coverage.
- Soldering Heat For Through Hole Type
260+ 5°Cfor5+1
second.
For Surface Mounting Type

260+ 5°Cfor 10+ 1

second
280+ 5°Cfor2+ 0.5

second
(Resistance to IR Reflow
Soldering Heat)
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Jameco Part number 139635

M DIMENSIONS AND CIRCUITRY
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B OPTIONS

i. Special marking availahle,

2. Shafi Cover

LIE-BO100 | White
T1E-RO20M (Red)
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17 T IE Setring: S: Standard type (Top Adjust type)
| | R: Right Angle type with row spacing 2.54mm
| F: Right Angle Type with row spacing 5.08mm
M: Surface Mounting type with Top Tape Sealed
L D: Surfave Mounting iype with Top Tape Sealed
in Tape & Reel Package
Code: R: Real
‘ C: Complimentary
~— Number of Position: 08
10
16

| T Roror: I: Flat type
2: Shaft type
— Serier name: ERD. Rotary Type Sealed Construcrion

3. Tape & Reel Packaging (per EIA STANDARD)
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